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CHAPTER 1

INTRODUCTION

1-1. Purpose.
This manual provides guidance required to identify
the voltage and frequency standards of various for-
eign countries for both medium and low voltage sys-
tems. It also identifies the classes of equipment that
are sensitive to voltage and frequency differences.
Foreign countries around the world use different
electrical standards for voltage and frequency than
those of the United States. Some electrical equip-
ment will operate properly at an electrical frequency
of either 50 or 60 Hz. Equipment designed for 60
Hz that will not operate properly at 50 Hz is termed
“50 Hz sensitive,” and equipment designed for 50
Hz that will not operate properly at 60 Hz is termed
“60 Hz sensitive.”

1-2. Scope.
This manual identifies the classes of electrical equip-
ment that are sensitive to frequency and voltage varia-
tions. Appendix B covers identification of various low
and medium voltage levels, along with the system fre-
quencies, used by countries around the world. Derating
factors are discussed and developed for the six gener-
ic types of equipment in chapter 3. Appendix C sum-
marizes the derating factors presented in chapter 3 for
different voltage and frequency environments.

1-3. References.

Appendix A contains a list of publications referenced in
this manual.
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CHAPTER 2 

EQUIPMENT SENSITIVE TO FREQUENCY AND VOLTAGE LEVELS 

2- 1. Theoretical overview. 
Equipment sensitive to frequency and or voltage is 
designed to operate within certain tolerances. Most 
equipment is sensitive to large changes in the supply 
voltage level because more current will flow through a 
device when the voltage level of the supply is 
increased (the current through the device is equal to 
the voltage across the device divided by the 
impedance of the device). When a larger current 

-flows, the heat dissipated in the device increases (the 
heat dissipated by the device is proportional to the 
square of the current). Thus, doubling the voltage will 
typically double the current, resulting in the device dis- 
sipating four times the heat. Most devices cannot toI- 
erate this amount of heat and cannot operate reliably 
with a supply voltage level more than 10 percent or so 
higher than their rated voltage. 

a. An additional complication arises in the case of 
devices that use magnetic coupling. Since most electri- 
cal equipment depends on a magnetic field as the 
medium for transferring and converting energy, the fol- 
lowing paragraphs discuss a basic transformer to 
explain how the magnetic circuit depends on the fre- 
quency and amplitude of the applied voltage. 

b. A transformer enables electrical energy to be trans- 
ferred with high efficiency from one voltage level to 
another at the same frequency. Consider a simplified 
view of a transformer with a sinusoidal voltage source, 
v, applied to the primary circuit and the seconday cir- 
cuit open, as shown in figure 2-1. The operation of the 

transformer depends on several natural laws including 
the following- 

(1) A sinusoidal, time-varying flux, 0, linking a 
conducting circuit produces a voltage, e, in the circuit 
proportional to d @/dt (i.e., Faraday’s law of induc- 
tion). 

(2) The algebraic sum of the Voltages around any 
closed path in a circuit is zero (i.e., Kirchhoff’s voltage 
law). 

(3) The voltage, v, in a circuit induced by a chang- 
ing flux is always in the direction in which current 
would have to flow to oppose the changing flux (i.e., 
Lenz’s law). 

c. When the sinusoidal voltage, v, is impressed onto 
the primary electrical winding of Nt turns, it is expect- 
ed that a sinusoidal current, I, will begin to flow in the 
circuit, which in turn will produce a sinusoidally vary- 
ing flux, @. For simplicity, it is assumed that all of the 
flux set up by the primary circuit lies within the trans- 
former’s iron core and it therefore links with all the turns 
of both windings. If the flux at any instant is represent- 
ed by the equation: 

where: 
@= 0m sin 2xft 

@,,, = the maximum value of the flux 
f = the frequency 
t = time, 

Figure 2- 1 Simplified twowinding transformer 
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it follows from Faraday’s law (i.e., e = N d 0/dt) that 
the instantaneous voltage el induced in the primary 
winding is: 

el = 27t f NI 0m cos 2x f f 

The polarity of el will be according to Lenz’s law, and 
hence will be in opposition to the impressed voltage, v 
(figure 2-l). The root mean square (rms) value of el is 

El = (2n AZ/ f N] 0m = 4.44f N, 0m 

d. Remembering Kirchhoff’s voltage law, and assum- 
ing that the winding resistance is relatively small, E, 
must be approximately equal to V, where V represents 
the rms value of the applied voltage. One important 
result from this equation is that the value of the maxi- 
mum flux, @,.,,, is determined by the applied voltage. In 
other words, for a given transformer, the maximum 
value of the flux is determined by the amplitude and fre 
quency of the voltage applied to the primary winding. 
The same flux that caused Et in the primary winding 
will also induce a voltage across the terminals of the 
secondary winding. Thus, the only difference in the rms 
values of the two voltages will come from the difference 
in the number of turns. if the secondary winding has N2 
turns, the seconday voltage can be written as: 

E2=4.44fN2@,, 

Dividing Equation 3 by Equation 4 gives the familiar 
relationship: 

e. Consider next when the transformer is loaded 

with a resister /&d by closing the switch in the sec- 

ondary circuit. If the core flux is in the direction indi- 
cated (with the flux increasing), then by Lenz’s law, 
the polarity of E2 will be such that current It will flow 
in the secondary winding in attempt to decrease the 
core flux. The amount of secondary current that will 
flow will depend on the value of /?tood (that is, /Z = 
E2/Rtood), and the power delivered to the load will 
equal E&. It is important to understand the mecha- 
nism by which the power is transferred from the pri- 
mary circuit to the load. Consider a situation when 
current is suddenly allowed to flow in the secondary 
winding by closing the switch. As mentioned previ- 
ously, the action of this current will be to decrease the 
core flux. Decreasing the core flux would lower the 
value of El, which would be in violation otKirchhoff’s 
voltage law (KVL). Since KVL must be satisfied, more 
current must flow in the primary winding. The steady- 
state result is that the primary current will increase to 
the value sufficient to neutralize the demagnetizing 
action of the secondary current. It is important to real- 
ize that the resultant flux in the core remains the some 
regardless of the loading on the transformer. If the 
level of core flux were to vary with load, then El and 
E2 would also vary, which is contrary to what is 
observed in practice. 

f. An iron core is used in transformers because it pro 
vides a good path for magnetic flux and directs the flux 
so it predominantly links all of the turns in each winding. 
However, the core has its limitations and can carry only 
so much flux before it becomes saturated. Core saturo- 
tion occurs when all of the magnetic domains of the iron 
align, resulting in a condition in which no further 
increase in flux density over that of air can be obtained. 
Consider the magnetizing curve in figure 2-2, showing 
flux versus magnetizing current, where the magnetizing 
current i, is the steady-state component of current 

Magnetizing Cumnt 
fv 

Figure 2-2. Magnetization curve for the transformer’s iron core 
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required to establish the resultant flux level in the iron 
core for the transformer. It is typical for 0 transformer, or 
any other magnetic circuit, to be designed for operation 
close to the “knee” of this curve (i.e., @,,,) to use as 
much of the iron core as possible. Beyond @r,,ax, the 
iron saturates and it becomes extremely difficult to fur- 
ther increase the flux level. The curve implies that forc- 
ing the iron core into saturation con result in a signifi- 
cant increase in the value of the magnetizing current, 
and hence, con cause the windings to become over- 
loaded and the transformer to overheat. 

g. This study is concerned primarily with equipment 
sensitive to 50 Hz and voltage levels since the equip 
ment will be used overseas where voltage frequencies 
and levels typically ore different from those in the United 
States. This equipment could be listed by item, but a 
more useful format results when it is divided into classes 
and subclasses of equipment from which manufacturers 
for specific pieces of equipment can be easily selected. 
Following this format, listed below ore the brood class- 
es of equipment sensitive to 50 Hz and building voltage 
levels. Each section contains specific classes and sub 
classes of equipment. Additionally, each section 
describes why the equipment is sensitive to voltage fre 
quency and or level. Equipment that does not readily fit 
into any other category is listed in paragraph 2-8. 

M&ating, ventilation, and air-conditioning 
. 

HVAC equipment includes boilers, furnaces, water 
chillers, humidifiers, fans, compressors, evaporators, 
and related equipment. Certain issues must be consid- 
ered when using HVAC equipment in 50 Hz and alter- 
note voltage environments, including the motor speed 
and step-down transformers for power supplies. 

a. The objective of on HVAC system is to provide the 
necessary heating and cooling to a building according 
to the design specifications. Typically, alternating cur- 
rent (AC) motors ore used in HVAC systems to drive 
fans, pumps, and compressors. When 60 Hz motor is 
run off a 50 Hz supply, the shaft speed of the motor is 
reduced by 5/6 since the motor speed is directly relat- 
ed to the frequency of the applied voltage. This speed 
will affect all directdrive applications. For example, a 
pump that is directly coupled to the motor shaft will 
transfer less fluid over time if the shaft speed is reduced. 
Consequently, directdrive HVAC applications must be 
derated to account for the reduced motor speed. 
However, for driven equipment that is tied to the motor 
through adiustoble pulleys, the speed of the driven 
device con be increased to the necessary level. 

b. Regardless of how the driven equipment is coupled 
to the motor, the 60 Hz motor must still operate within 

its rating in the 50 Hz environment. For the motor to 
deliver the some mechanical power at Q lower speed, it 
must deliver more torque since output power equals 
torque times the shaft speed. If the motor delivers more 
torque, more current will flow in the motor and on over- 
loaded condition may result. Hence, a 60 Hz motor 
may hove to be derated to handle the extra current flow. 

c. Another concern with operating a 60 Hz motor 
with a 50 Hz voltage source is with saturating the iron 
core of the motor. Like the transformer, the maximum 
value of flux in the core depends directly on the ampli- 
tude of the applied voltage and inversely on the fre 
quency. Assuming that the some voltage level is 
applied to the 60 Hz motor in the 50 Hz environment, 
the reduction in frequency to 50 Hz would require on 
increase in core flux of 20 percent (that is, 6/5 of its 
60 Hz level). If the iron core of the motor is unable to 
provide the extra flux, the core will saturate, and a sig- 
nificant increase in the stotor currents con result, caus- 
ing the motor to overheat. 

d. Step-down transformers typically ore needed to 
transform local voltage levels to the levels the equipment 
is designed for. In most cases, the equipment contains 
some sort of step-down transformer that typically has to 
be changed to convert the higher input voltage to the 
some output voltage. In cases where no step-down trans- 
former is in the equipment, one must be added to ovoid 
burning out components by subjecting them to a higher 
supply voltage. Determining the need for a stepdown 
transformer and adding it to the equipment is easily 
accomplished, and is discussed further in chapter 3. 
Equipment that cannot be purchased with the precise 
specifications needed must be purchased in U.S. speci- 
fications and then denoted as described in chapter 3. 

2-3. Electrical distribution and protection. 
Electrical distribution equipment includes transformers, 
panelboards and switchboards, generators, transfer 
switches, capacitors, and related equipment. Electrical 
protection devices include fuses, circuit breakers, 
relays, reclosers, and contoctors. The devices hove dif- 
ferent sensitivities to supply voltage and frequency, and 
ore discussed below. 

a. Electrical distribution. As mentioned earlier, trans- 
formers ore sensitive to the frequency and amplitude of 
the supply voltage. Using a 60 Hz transformer in a 50 
Hz electrical environment con cause the core of the 
transformer to saturate, overheating the transformer. 
Other than the potential problem with saturation, the 
transformer should be fully capable of supplying the 
nameplate rated load. Most transformers ore available 
in 50 Hz or 50/60 Hz configurations, so saturation 
should not be a problem. 
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(1) Panelboards, switchboards, and load centers ore 
generolly not sensitive to supply frequency, except 
when protective devices such as circuit breakers ore 
included in them. These items con be acquired readily 
in a wide variety of voltage ratings; therefore, supply 
voltage does not pose a problem. 

(2) General output voltage con be increased or 
decreased by using on appropriate transformer. 
However, since generators ore typically used to supply 
backup power when the utility power source foils, and 
or ore used in addition to the utility power source, it is 
necessary for the generator to provide o 50 Hz volt- 
age source to match the utility supply. Therefore the 
user must purchase a generator configured for 50 Hz 
operation. 

(3) Automatic source transfer switches ore sensitive 
to supply voltage frequency and amplitude because 
they ore electronically controlled and hove power 
supplies that expect to operate on 60 Hz and rated 
voltage. Once again, supply voltage level is not a 
problem since transformers ore available to adapt 
voltage levels. Supply frequency, however, may be Q 
problem depending on the type of power supply the 
electronics use. 

(4) Related equipment includes meter centers, and 
sockets or receptacles. Meter centers ore sensitive to volt- 
age level and frequency. Consequentiy, using a 60 Hz 
meter center in o 50 Hz environment may result in inac- 
curate readings. However, meters ore readily available 
in Q variety of voltage levels and 50 Hz configurations. 

(5) Sockets or receptacles ore needed when foreign 

consumer products ore to be used with the power sys- 
tem. Receptacles ore configured for different voltage 
levels, and these configurations vary in different coun- 
tries. It is important that the standard receptacle style 
for a given voltage be used to ovoid confusing the user 
and creating Q potential safety hazard. 

(6) Capacitors ore used in on electrical distribution 
system to odjust the power factor or phase angle 
between the voltage and current waveforms. It is desir- 
able to hove Q phase angle close to zero, or a power 
factor close to one so that most of the power transferred 
to the load is real power. Real power is the only part of 
the total kilovolt-amperes transferred that con do work. 
The balance is called reactive power and cannot do 
any useful work. Th e operation of Q capacitor depends 
on the supply frequency, since a capacitor’s 
impedance, Xc, is related to the capacitance and fre 
quency of the current passing through it by the equation 
xc = 1 (j27tf C), where C is the capacitance in farads 
and j equals the square root of -1. 

b. Electrical protection. Electrical protection devices 
vary in their sensitivity to supply frequency. All protec- 
tion devices ore available in Q wide range of voltage 
ratings so the level of the supply voltage is not a con- 
cern. The main concern with protection devices is the 
change in response time from 60 Hz to 50 Hz. These 
devices are coordinated to protect the distribution sys- 
tem from faults (shorts or spikes) but ore connected so 
they do not trip when anticipated voltage spikes (that 
is, motor starting) occur. The power system design engi- 
neer must be sure to use the proper trip curves for the 
environment when coordinating protective devices. Trip 
curves for 50 Hz ore readily available from vendors 
contacted in this study. The only device designed dif- 
ferently for 50 Hz and 60 Hz is the circuit breaker. e 

2-4. Medium voltage distribution equipment: 
50 Hz + 60Hz. 
In this section medium voltage transformers, switchgear 
and associated auxiliary devices will be examined with 
respect to frequency and voltage changes. 

o. Medium voltage distribution transformers. 
Distribution transformers ore key components in any 
electric power distribution system. It is important that 
they ore properly matched to their environment. Issues 
related to operating Q 60 Hz transformer from a 50 Hz 
power source were discussed earlier in this manual. The 
emphasis here will be on discussing issues concerning 
operating 50 Hz transformers in a 60 Hz environment. 

(1) An important parameter to consider when oper- 
ating a transformer, or other iron corebased devices, is 
the ratio of amplitude to frequency of the applied volt- 
age. The ratio obtained using the nameplate rated volt- 
age and frequency should be compared with the ratio 
available at the proposed site. If the ratio is less than or 
equal to that obtained using the nameplate quantities, 
magnetic saturation will not be a problem at the new 
site. Any time the ratio is higher than nameplate, the 
manufacturer should be contacted to ensure that the 
transformer has enough reserve available to accommo 
date the increase in operating magnetic flux density. 

(2) For example, consider o transformer that is 
brought over from Germany where it was used on a 10 
kV, 50 Hz distribution system. It WQS determined that 
the electrical insulation system of the transformer WQS 
rated for 15 kV. It is desired to use the transformer on 
a 13.8 kV, 60 Hz system. Considering the magnetic cir- 
cuit, the volts-per-hertz ratio of the 50 Hz transformer is 
200 (i.e., 10 kV/50 Hz). On the new supply the ration 
would be increased to 230 (that is, 13.8 kV/60 Hz), 
requiring a higher magnetic flux density in the iron 
core. This increase could potentially saturate the iron 
core and overheat the transformer. Alternatively, this 
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transformer could be used on Q 7.2 kV/60 Hz system 
(120 volts-per-hertz ratio), where saturation would not 
be a problem. 

(3) A few words should be mentioned concerning 
iron core loss in transformers. The two primary compo 
nents of core loss ore eddy-current loss and hysteresis 
loss. Eddycurrent loss is the term used to describe the 
power loss associated with circulating currents that are 
found to exist in closed paths within the body of Q iron 
material and cause undesirable heat production. 
Hysteresis loss represents the power loss associated 
with aligning and realigning the magnetic domains of 
iron in accordance with the changing magnetic flux. 
Both components ore dependent on the frequency, OS 
shown in the following equations: 

peddy - current = Ke f 2 B2rn T2v 

physteresis = Khf ev 

where, 

K = constant value dependent upon material 
f = frequency of variation of flux 
B = maximum flux density 
v = total volume of the material 
Z= lamination thickness. 

(4) It should be noted that, even though frequency 
increases when using 50 Hz transformers on a 60 Hz- 
based system, the voltagetofrequency ratio will typical- 
ly be lower, and hence, the maximum flux densities B 
will be lower. The result is that core-losses will generally 
not increase OS a result of the higher frequency used. 

(5) Other key parameters ore voltage and current. To 
maintain insulation system integrity, rated voltage 
and/or current for the transformer should not be 
exceeded. A transformer con be operated on lower 
than rated voltage; however, its current rating must not 
be violated. Also, the secondary voltage must be 
matched to the proper voltage levels. 

(6) In addition to having on iron core, windings, and 
insulation system, distribution transformers may include 
top changers and auxiliory devices. Auxiliary devices 
might include fans, current transformers, pressure relief 
devices, and lighting arresters. Once again, attention 
should be focused on devices that use a magnetic field 
for transferring or converting energy, such as instrument 
transformers and small motor drives. Even if the volt- 
age-to-frequency ratio is found to be lower, manufoc- 
turers should be contacted to make sure that all linear 
and rotating drive mechanisms will develop adequate 
force and torque to function properly. 

b. Medium voltage switchgeor. Switchgear is Q gen- 
eral term covering switching and interrupting devices 
alone, or their combination with other associated con- 
trol, metering, protective, and regulating equipment. 
Common switchgear components include the power 
bus, power circuit breaker, instrument transformers, 
control power transformer, meters, control switches, 
protective relays and ventilation equipment. The ratings 
of switchgear assemblies ore designations of the oper- 
ational limits under specific conditions of ambient tem- 
perature, altitude, frequency, duty cycle, etc. For exam- 
ple, the performance of some 50 Hz magnetic type cir- 
cuit breakers may be altered slightly when operated on 
a 60 Hz power system. Switchgear manufacturers 
should always be consulted to identify the frequency 
response of circuit breakers andbll auxiliary devices. 

2-5. Safety and security equipment. 
Safety and security equipment includes fire detection 
systems, burglar alarm systems, doorbells, and 
surveillance systems. This equipment typically oper- 
ates on low voltage, either alternating current (AC) 
or direct current (DC), generated initially by a 
power supply. Acquiring the proper power supply to 
convert from the supply voltage to the low voltage 
that these systems expect (typically 6 to 12 VAC or 
VDC) is the key to proper operation of these systems 
in foreign environments. Power supplies of 50 
Hz/120 VAC usually ore available from vendors of 
these systems, and a transformer con be used to step 
o 240 VAC supply down to Q 120 VAC foreign envi- 
ronment. Therefore, derating is not necessary for 
these items, although Q transformer may be needed 
to step high voltage supply levels down to 120 VAC 
for the power supplied to these systems. Most ven- 
dors of safety and security equipment con configure 
their equipment to 50 Hz and a variety of voltage 
levels. 

2-6. Communication equipment. 
Communication equipment encompasses public 
address systems and sound systems, both of which 
operate on o low-voltage DC supply generated by o 
power supply. Power supplies ore available to operate 
on 50 Hz and 240 V supply voltages. In cases where 
only 120/50 Hz supplies ore available, a step-down 
transformer con be used to step o 240 V supply down 
to 120 V. The vendors contacted in this study hove stat- 
ed that they provide 50 Hz power supplies. 

2-7. Lighting. 
Lighting con be divided into incandescent, fluores- 
cent, and high intensity discharge (HID) categories. 
Incandescent lighting is not frequency-sensitive, 
whereas fluorescent and HID lights ore started by a 
ballast that is sensitive to voltage level and frequency. 
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All types of lighting are sensitive to the supply voltage
level and cannot be derated for voltage. For example,
subjecting a 120 V incandescent lamp to a 240 V
source will result in the lamp burning twice as hot,
causing rapid lamp failure. Subjecting the iron core
ballast use in many HID and fluorescent fixtures to
twice its rated voltage will saturate the ballast and will
subject the fixture to much more than its rated current.
As with transformers and motors, 60 Hz iron-core bal-
lasts can also be saturated when operated at 50 Hz.
At first thought, frequency dependence may not be OS

much of a problem with electronic ballasts since, in
most cases, the AC voltage source is first converted
back to a high frequency AC source, and therefore,
the voltage source that is actually impressed across
the lamp is decoupled from the 60 Hz AC source.
However, the power supply used to power the elec-
tronics in these ballasts must be capable of 50 Hz
operation.

2-8. Other electrical equipment.
Other electrical equipment includes motors, motor
starters, computer power supplies, and clocks.

a. Typically, motor starters are sensitive to both supply
voltage level and frequency. The most commonly used

motor starters consisters of a coil, thermal overloads,
and a set of contactors (contacts). The thermal over-
loads, which are essentially circuit breakers, and the
contactors are rated to handle a certain amount of cur-
rent. Since at 50 Hz, a motor of a given horsepower
rating will draw more current than an identically-rated
motor would draw at 60 Hz, the thermal overloads and
the contactors must be sized accordingly.

b. Computer power supplies include voltage regula-
tors, isolation transformers, transient voltage suppressor
transformers, computer regulator transformers, and
power conditioning transformers. Computer power sup
plies are sensitive to both frequency and voltage level.

c. Clocks are sensitive to supply frequency and volt-
age. Clocks rely on the frequency of the supply voltage
to keep correct time, so a clock designed for 60 Hz
will not keep correct time at 50 Hz. The motor that runs
the clock is also sensitive to supply voltage level.
Therefore, a clock must either be purchased config-
ured for the supply voltage level, or a transformer must
be used to convert the supply voltage level to the
clock’s rated voltage level. Clocks cannot be derated
for frequency, and therefore clocks designed for 50 Hz
must be purchased.

2 - 6
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CHAPTER 3

EQUIPMENT DERATING

3-1. Derating under 50 Hz conditions.

Derating factors for 50 Hz operation are developed
differently for different types of equipment. Derating
factors for HVAC, electrical distribution and protec-
tion, safety and security equipment, communication
equipment, lighting, and other electrical equipment
are discussed below.

3-2. Heating, ventilating, and air conditioning
(HVAC) for derating.

The frequency of the supply voltage affects two types of
components in HVAC systems: motors and controls. From
the discussion in paragraph 2-2, for the same mechani-
cal load and voltage level, a 60 Hz motor will draw 20
percent more current when supplied from a 50 Hz volt-
age source. This assumes the iron core of the motor does
not saturate. Therefore, a 60 Hz motor would have to be
capable of handling the increase in current level.
However, as was also mentioned in the previous chapter,
saturation can be a serious problem when running a 60
Hz motor off a supply frequency of 50 Hz. Developing a
derating factor to account for saturation is not possible,
since the motor designs vary from vendor to vendor, and
hence, the degree of saturation that would occur, if any,
would be impossible to predict. Consequently, it is rec-
ommended that no horsepower derating be performed,
and a 50 Hz motor be purchased.

a. However, if the vendor can guarantee the user that
a given 60 Hz motor would not saturate at 50 Hz, then
the motor would need only to be derated to handle the
20 percent increase in current level. The amount of
horsepower derating required would depend on the
motor’s mechanical load, service factor, and thermal
limit. The service factor is a measure of how much the
motor can be overloaded continuously without exceed-
ing safe temperature limits. The thermal limit is the mini-
mum speed at which an AC motor can be operated with
rated amperes, without exceeding safe temperature rise.
The thermal limit is important because the motor’s abili-
ty to cool itself will be reduced at lower speeds unless,
of course, some sort of auxiliary cooling is used. In most
cases, however, the minimum shaft speed necessary to
exceed the thermal limit is much lower than 1500 revo-
lutions per minute (RPM, for example, for a 4-pole
motor), so 50 Hz operation should not be a problem,
although the vendor should be contacted for verifica-
tion. A 60 Hz motor with a 1.20 service factor can be

operated safely while overloaded continuously by 20
percent. The same motor can be operated safely with a
rated mechanical load and a 50 Hz power supply with
no horsepower derating, assuming saturation is not an
issue, the thermal limit of the motor is not exceeded, and
the same voltage amplitude is applied. However, a 60
Hz motor, with a 1.0 service factor, driving a rated
mechanical load would have to be derated for horse
power by 20 percent, since it is not capable of handling
greater than the rated current. In summary, the user
should find out the service factor and thermal limit of the
motor to determine the amount of horsepower derating
required, and to ensure that the 20 percent increase in
current level in the motor does not exceed the motor’s
rating (again, assuming saturation is not a concern].

b. Another issue to be considered when purchasing
HVAC equipment for a 50 Hz environment is that the
motor’s shaft will spin 5/6 as fast as it would with a 60
Hz supply. For a 4-pole motor, the shaft will rotate at
roughly 1500 RPM when run off a 50 Hz supply, where
as with a 60 Hz voltage source it will rotate at about
18OO RPM. Consequently, equipment that is directly
coupled to the shaft of the motor will rotate at 5/6 the
speed it would in a 60 Hz environment. Hence, direct-
drive equipment must be derated to account for the
change in speed. In cases where the equipment is indi-
rectly coupled to the motor shaft, through the use of
adiustable pulleys for example, the reduction in shaft
speed is not as much of a problem since the required
speed of rotation can be obtained through the proper
adjustment or selection of the pulleys.

c. Additionally, electronic HVAC controls that contain
their own power supply may be 50 Hz sensitive. Most
of the vendors contacted stated that this typically is not
a problem because most controls are frequency-sensi-
tive. If the control are 50 Hz sensitive, they must be pur-
chased in a 50 Hz configuration. The HVAC vendor
must be consulted on a case-bycase basis to determine
if the controls can be used in 50 Hz environments.

3-3. Electrical distribution and protection.
In general, a 60 Hz transformer should not be used
with a 50 Hz voltage source because of the potential
saturation problem. As with motors, a derating factor
cannot be developed to account for saturation because
of the many different transformer designs on the mar-
ket. It is recommended that a 50 Hz transformer be pur-
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chased for use with a 50 Hz voltage source. However, 
if a 60 Hz transformer vendor can ensure that a trans- 
former will not saturate when operated at 50 Hz, the 
transformer should be fully capable of safely supplying 
its nameplate rated load (that is, no horsepower derat- 
ing is required). In terms of the transformer’s equivalent 
impedance, sometimes used for power system studies 
(for example, shortcircuit and load-flow analysis), the 
60 Hz value should be derated by 5/6 to account for 
the reduction in system frequency. 

a. Power factor capacitors rated at 60 Hz must also 
be derated to 50 Hz. Capacitors do not consume any 
real power, but they do consume reactive power. The 
rating given to power factor capacitors is given in units 
of kilovolt-amperes reactive (KVAR), which indicates the 
amount of reactive power the capacitor will consume at 
the rated frequency. As mentioned in chapter 2, the 
capacitor’s impedance, X,, is inversely related to fre- 
quency. If the frequency drops from 60 to 50 Hz, the 
impedance will increase to 6/5 of its 50 Hz value. 
Since the KVAR rating equals V2/Xc, if X, at 50 Hz 
increases to 6/5 of its 60 Hz rating, the KVAR rating 
will decrease to 5/6 of its 60 Hz rating when the 
capacitor is used in a 50 Hz environment. Therefore, a 
60 Hz-rated capacitor must have the KVAR rating mul- 
tiplied by 5/6 to yield its 50 Hz KVAR rating. 

b. Other electrical protection and distribution equip 
ment either cannot or should not be derated. Electrical 
protection devices are generally able to be used at 
either 50 Hz or 60 Hz, but a different trip curve needs 
to be used by the power system designer for 50 Hz. 
These 50 Hz trip curves are readily available from ven- 
dors of this equipment, so no derating is necessary. The 
only exception is that some circuit breakers are 
designed differently at 50 Hz and 60 Hz. 

c. Voltage, current, and power meters can be derat- 
ed, but this practice is not recommended. A meter 
should display the true value it is supposed to measure 
to ensure that the readings are interpreted correctly and 
that no dangerous situations result. Meters, therefore, 

should not be derated. Automatic transfer switches use 
power supplies that may or may not be frequency-sen- 
sitive. Vendors must be contacted regarding 50 Hz con- 

figuration of these devices. Electrical generators must 
be purchased already configured to provide a 50 Hz 
voltage source. 

3-4. Safety and security equipment for derating. 
Safety and security equipment operate on a low-volt- 
age AC or DC source that is generated by a power 
supply. Some power supplies are sensitive to frequen- 
cy; others are not. In either case, derating is not nec- 
essary since power supplies sensitive to frequency can- 

not be derated, and power supplies insensitive to fre 
quency do not need to be derated. In cases where the 
power supplies are sensitive to 50 Hz, vendors are 
able to ship the equipment with a 50 Hzcompatible 
power supply. 

3-5. Communication equipment for derating. 
Communication equipment operates on a low-voltage 
DC supply and does not need to be derated for fre- 
quency. Vendors will either ship the units with frequen- 
cy-insensitive power supplies, or they will configure the 
units for 50 Hz operation before shipping. 

3-6. Lighting for derating. 
Incandescent lighting is not frequency-sensitive since 
this type of lighting consists of a resistive element (the 
filament), which is not frequency-sensitive. Fluorescent 
and high intensity discharge (HID) lighting, on the other 
hand, use a ballast to generate the proper lamp volt- 
age and to limit the current flowing through the lamp. 
These ballasts are sensitive to frequency. Because of the 
numerous ballast designs and styles on the market, and 
the potential saturation problem, a simple derating fac- 
tor cannot be developed and it is recommended that a 
vendor supplying 50 Hz-rated ballasts be located. 

3-7. Other electrical equipment fbr derating. 
Other electrical equipment consists of motors, motor 
starters, computer power supplies, and clocks. Motor 
derating was mentioned earlier in the HVAC section of 
this chapter. Motor starters are sensitive to frequency as 
well, but indirectly so. Since a 60 Hz motor will draw 
20 percent more current when operated off a 50 Hz 
voltage source, assuming the same voltage amplitude is 
applied and there is no saturation problem, the motor 
starter current rating must be derated by 20 percent to 
account for the increase in current. Clocks and com- 
puter supply equipment are sensitive to frequency and 
cannot be derated. Clocks rely on the frequency of the 
supply to keep correct time, so a 60 Hz clock will not 
keep correct time at 50 Hz. Although derating factors 
could be developed for clocks, they would be mean- 
ingless. Computer power supply equipment cannot be 
derated due to the way the equipment is constructed. 

3-8. Demtirg under ahernate &age conditions. 
As appendix B shows, standard onephase voltages 
around the world are either in the range of 100-l 27 
VAC or 220-240 VAC. Voltage variations within about 
10 percent of an equipment’s rated voltage are 
acceptable, so derating for voltage will only be neces- 
sary when a piece of equipment rated for U.S. voltage 
(approximately 120 VAC) needs to be operated in an 
environment using 220-240 VAC. This would be a dou- 
bling of rated voltage. None of the equipment sensitive 
to voltage level is capable of surviving this increase 
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vendor be contacted to discuss the derating. It is
always preferable to locate a vendor that will supply
the equipment with the desired ratings before derating
is attempted. The majority of vendors contacted are
able to supply equipment rated at 50 Hz and a variety
of voltage levels, so derating should be necessary in
only a few cases.

3-10. Summary.
Appendix B can be used to rapidly identify the stan-
dard frequency and voltage levels in other countries. In
cases where cities within a country differ in their elec-
trical standards, the cities are listed separately. For
countries in which all cities have the same electrical
standards, typically only the capital city is listed. In
these cases, assume that all cities in the country have
the same electrical standards.

without rapid failure. Thus, no derating factors for volt-
age level are offered. Instead, it is recommended that
transformers be used to step the higher voltage level
down to a voltage level in the range of 100-127 VAC,
which U.S. equipment can tolerate. It has been found,
however, that most vendors of voltage-sensitive equip-
ment are able to configure the equipment for 220-240
VAC and corresponding threephase voltage levels.

3-9. Recommendations.
Derating factors were discussed and developed for the
six generic types of equipment. Appendix C, which
summarizes the discussion of derating factors present-
ed in this chapter, is useful in identifying derating fac-
tors quickly and easily. Although this chapter presents
derating factors for equipment, it is recommended that,
whenever a piece of equipment is to be derated, the
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